CH-15DXA

User control
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Rear panel

Multi-Language OSD (On Screen Display) user control
High performance with high resolution more than

800 TV lines

Perfect video display performance through Y/C input

Ergonomics handle design

Robust metal cover easy for store up
Over/Under scan (Push-push type on front panel)
Built-in clear and crisp speaker

Dual scanning system NTSC / PAL compatible

Auto loop through

Built-in 3 Channels switch by manual
Universal power input AC 100 ~ 240V

MODEL

CH-15DXA

Picture Tube

15" 90° 0.27mm color CDT

Horizontal Resolution

>800 TV lines (Center)

Scanning Frequency

15.734 KHz / 60 Hz (NTSC)

15.625 KHz / 50 Hz (PAL)

Video Input

Composite video 1.0 Vp-p 75 ()

Video Connections

Video BNCinx 2,Y/Cinx 1
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Video BNC out x 2, Y/C out x 1

Audio Connections

RCAinx 3

RCA outx 3

Dimensions

368 ‘ ‘ 376

Control Front

Power on/off, OSD for..........

Power Input

AC 100 ~ 240V, 50/60 Hz

Power Consumption

95W max

Dimensions (WxHxD) Packing

470 x 470 x 490 mm

Product

368 x 361 x 376 mm

Weight Net

15 Kgs

Gross

16 Kgs

Operating Humidity Condition

15% ~ 90%
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Operating Temperature Range

-10°C ~ +50°C

Specification subject to change without notice.
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